C JOINT ®@
END BENT

PLAN FOR JOINT OPENING
B A

«— € JT.@ END BENT

ELASTOMERIC CONCRETE

IN BLOCKOUT

SEE STD. No. AEJISM FOR L
EVAZOTE JOINT SEAL OPENING

A

25mm FORMED OPENING

g

SECTION C-C
ARMORED EVAZOTE JOINT SEAL

OPENING TO BE FORMED
IN THIS AREA TO MATCH
SAWED OPENING }

F76mm MIN. ( WILL EXCEED

d A
—————————————— AN
)

BOTTOM OF SEAL

CONST. JT.
(LEVEL )

| SECTION B-B
JOINT SEAL DETAILS @ END BENT

!L- ./4..: Temm IF SEAL DEPTH IS
f ¥ A LARGER THAN 76mm)
g/
BLOCKOUT FOR = BOTTOM OF SEAL
ELA%}%&%%;C <
CONC
SECTION A-A
457
‘ ©
OPENING TO BE
FORMED IN THIS| 25mm EXP. FORMED
AREA TO MATCH | JT.MATL —
SAWED OPENING | -
(Ke]
A8}

BLOCKOUT FOR
ELASTOMERIC
CONCRETE

ASSEMBLED BY : QT NGUYEN bpate: 12-03
CHECKED BY :  V.X. NGUYEN DATE : 3-04

DRAWN BY : FCJ 11/88 REV. 8/16/99  RAL/LES
REV. 10/17/00 RWW/LES

07-MAY-2004 12:02
W:\sdquady\r29lia\Final plans\r29llaas.dgn

nlawia

EARTH DITCH BLOCK

CLASS "B’ STONE—
FOR EROSION CONTROL

TEMP. SLOPE DRAIN ——— |
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-BN 1777771 EROSTION RESISTANT MATERIAL

END OF APPROACH SLAB - J 450 MIN.
NOTE: IMMEDIATELY AFTER THE CONSTRUCTION OF THE APPROACH SLAB,

THE CONTRACTOR SHALL PROVIDE TEMPORARY BERM AND SLOPE
DRAIN. CONTRACTOR SHALL GRADE TO PIPE INLET

AND PROVIDE EROSION RESISTANT MATERIAL AS SHOWN. THE
EROSION RESISTANT MATERIAL SHALL BE EITHER 1) ASPHALT

D

' 1200 i

TOE

300 MIN.

PLANT MIX, TYPE 1 OR TYPE 2, MIN. 50mm DEPTH, 2) EROSTON CONTROL

MAT, OR 3) CONCRETE, AS DIRECTED BY THE ENGINEER.
THE SLOPE DRAIN SHALL CONSIST OF A NON-PERFORATED
TEMPORARY DRAINAGE PIPE, 305mm IN DIAMETER.

PLAN VIEW

TEMPORARY BERM AND SLOPE DRAIN DETATLS

ELBOW

TEMPORARY SLOPE DRAIN

ELBOW

OF FILL—~7

CLASS "B’ STONE
FOR EROSION CONTROL
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75mm_ EROSION RESISTANT
MATERIAL OVER PIPE

EARTH DITCH BLOCK

1200 MIN. _
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SECTION S-S

-

FILL SLOPE

BRIDGE
DECK
3
CAP FLOW LINE ONLY WITH
e EROSION RESISTANT MATERIAL
N N BACKFILL EXCAVATION HOLE
| AND GRADE DRAIN
NOTE: IF _THE APPROACH_SLAB IS NOT CONSTR D TMMEDIATELY
AFTER THE BACKFILLING OF THE END BENT EXCAVATION
GRADE TO DRAIN TO THE BOTTOM OF THE PE AND PROVIDE
EROSION RESISTANT MATERIAL, SUCH AS ERGLASS ROVING
OR_AS DIRECTED BY THE ENGINEER TO P NT SOIL EROSION
AND TO PROTECT THE AREA ADJACENT_TO STRUCTURE.
THE CONTRACTOR WILL BE REQUIRED TO E THESE
MATERIALS PRIOR TO CONSTRUCTION OF PPROACH SLAB.
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